Complete Whirlpool Bath Sanitation Requirements
Complete whirlpool bath sanitation has to meet the following requirements:

1. Effective

2. Accurate Sanitation Design
3. Increases the Value of the Whirlpool Bathtub

4. Consumer Friendly

5. Easy to Install

6. Affordable

7. Universal

Prozone’s’ Advanced Oxidation Processor ™
1. Effective: A joint study done with the University of Alabama in Huntsville found the Prozone system able to completely eliminate a 75 gallon jetted tub loaded with E. coli in less than six minutes.

2. Accurate Sanitation: The Prozone system is capable of achieving the four areas of proper whirlpool bath sanitation: 1.Water Sanitation, 2. Line Sanitation, 3. Biofilm Prevention, 4. Biofilm Destruction

3. Increases the Value of the Whirlpool Bathtub:  A safer tub with an automated sanitation system is of extreme value to the consumer. A tub that does not address the inherent health risk will not appeal to the end user.
4. Consumer Friendly:  Our unit is completely automatic. It runs when the pump turns on and has a timer to activate it when the pump is not in use.
5. Easy to Install: This system is designed to adapt to essentially any piped whirlpool system. 

6. Affordable:  The cost of our system is marginal over the lifetime of a whirlpool bath.
7. Universal:  The Advanced Oxidation Processor is available in 110V or 220V models
