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The Prozone Complete Sanitation Systems have 7 patents and numerous patent pending components Copyright 2005

Ozone/Salt Chlorinator
Features Include:

· Self-Cleaning Titanium
	 Electrodes

· Protective Circuitry 
	 For Water & Salt Levels, 
	 Contaminated Plates 
	 & Over-Current

Benefits:

· No Harsh, Costly 
	 Chemicals To Buy, Store
	 Or Dispense

· Produces Fresh, Softer, 
	 Crystal Clear Water
	 Without Chemical Odors

· Improves Sanitation

· Eliminates Eye, Skin
	 & Hair Irritation

· Saves Maintenance,
	 Time and Money

· Prolongs Equipment Life

· Destroys Viruses & 
	 Bacteria In The Water

Standard System   

Pool Size: 	 Up to 30K
Chlorine Output:	 20 grams max
Salt Levels: 	 2000 PPM

Chlorine Generator Cell
High Impact Clear Housing
Electrode Material:	 Titanium with noble metal coating of 

Ruthenium Oxide and Iridium

Salt/Chlorine Generator Cell

Prozone has combined ozone and salt together in 
one Complete Sanitation System for your pool
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Ozone & Salt ... The Ultimate Combo!

No One Else Has These Features!

	 Optimized for MAXIMUM PERFORMANCE
	 Complement each other for COST EFFECTIVENESS
	 Universal system for pools up to 40,000 gallons

The BEST quality — the BEST price!
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Complete Sanitation System

SOLID STATE ANALOG DESIGN — COST EFFECTIVE

Universal Saddle Clamp (1 1/2 or 2 in.)

The salt chlorine generator has been around a long time ... 
Pool owners widely accept the ‘salt water pool’ ... 
But only ozone can make it a 
Complete Sanitation System with Advanced Features  

Low salt, low current cell

	 Prozone uses Advanced Oxidation and pure O3 ozone, a 
natural form of oxygen

	 Corona Advanced Hybrid Ozonator
	 Universal bypass installation kit, easy retrofit
	 Maintenance-free cell, easily serviced without removing bypass

	 Prozone "first to patent" ozone-chlorine bypass combination

180 Watt power supply
Control Dial with LED Indicator Light
Shock Switch

Electrical   
Dual Hybrid Arc Tube System
120 or 240 VAC / 50/60 Hz  

Power Box / Ozonator

Cell Cleaned By:
	 Auto reverse 
	 Acid insertion cell 
	 Ozone diffusion

Custom Features   
Optional Degasser Column to remove excess 
air and/or ozone from system

Piggy Back Nema Plug

	 	  Specifications
Operating Temperature: 	 +25º F. to +140º F.
Shipping Weight:	 12 lbs.
Size: 	 17” X 10” X 3 1/2”


